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Lembar data produk
Karakteristik

S56C320GY
WPS - 20A 500V - 1 phase 3 round pin -
combination switched socket (grey)

Price* : 708950,00 IDR

Main
Range of product WPS
Product or component type Switched socket
Rated current 20 A 250 V AC
Poles description 3P

Complementary
Device mounting Surface
Switch application On/Off switching
Outlet standard description Round pin
Number of gangs 1 gang
Material PVC (polyvinyl chloride) UV stabilised
Cover frame colour tint Grey
Height 204 mm
Width 101 mm
Depth 104 mm

Environment
IP degree of protection IP66
Motor M-rating AS3133 M150
Standards GB/T 11918 2001

Offer Sustainability
Sustainable offer status Green Premium product
RoHS (date code: YYWW) Compliant  - since  1650  -  Schneider Electric declaration of conformity

Schneider Electric declaration of conformity

REACh Reference contains SVHC above the threshold  -  Go to CaP for more details

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=65917029&lang=en-us
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Go to CaP for more details

Product environmental profile Available

Product environmental

Product end of life instructions Need no specific recycling operations

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=65917029&lang=en-us
http://download.schneider-electric.com/files?p_enDocType=Product+environmental&p_Doc_Ref=ENVPEP120809EN

